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Rise Workstation Series
The Rise electric height adjustable workstation series offers a full range of configurations and 
functionality styles to suit any user and workspace. 

Confirguration styles available as Single Sided Single User, Back to Back Dual User and Corner 
Workstation. 

Functionality style available as Workstation Only, Workstation with Ducted Cable Tray, 
Workstation with Screen and Workstation with Ducted Cable Tray and Screen. 

Perfectly suited across a diverse range of workplace interiors where desking is required within 
the Aged Care, Health Care, Hospital, Commercial, Government and Educational sectors.
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Single Sided

Back to Back

Corner



Single Sided - Single User Workstations
Worktop Sizes Available: 1200/1500/1800mm W 
                                 750 mm D   
Height Range:               620 - 1270 mm
Weight Capacity:               Up to 120 Kg
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Features

Options
Top available in Natural White or Natural Oak colours.

Powdercoated frame available in White or Black.

Models available with 30 mm pinnable fabric screen with matching powdercoated frame.
Standard finishes available with Black Frame/Grey Fabric or White Frame/Grey Fabric,
x 13 standard pinnable upholstery fabrics also to choose from.

Models available with fully ducted cable tray design with punchout for power and data 
fitting to internal or external of the frame. Soft wiring components not included available 
upon request.

Optional extras: Cable Snake, Sable Tray Bridge, Battery Pack or Bluetooth control box. 
All priced seperately. 

Custom table tops available to specification upon request.
Minimum order quantities and extra charges may apply.

Smooth and quiet dual motor with 3 stage motorised leg system, adjustable levelling feet, 
height adjustment at 38mm per second with a flexible height range of 620 - 1270 mm.

Digital control panel with 3 pre-set positions, led display panel, keypad safety lock, reminder 
alarm setting, Anti-collision and anti-tilt safety feature and Min-Max height limit override.

Optional battery pack or bluetooth smart intergration. 

25mm thick E0 grade melamine worktop with scalloped tabletop edge for cable access.

Maximum weight capacity of up to 120 Kg on Workstations & 140 Kg on Corner Workstations.
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Dimensions
Back to Back - Dual User Workstations
Worktop Sizes Available: 1200/1500/1800mm W 
                                1500 mm D   
Height Range:             620 - 1270 mm
Weight Capacity:             Up to 120 Kg

Corner - Single User Workstations
Worktop Sizes Available: 1500 x 1500 / 1800 x 1500  
               1800  x 1800 mm
                                 750 mm D   
Height Range:               620 - 1270 mm
Weight Capacity:               Up to 140 Kg


